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ANNEX "A"
STATEMENT OF REQUIREMENT

1. SCOPE 
For the supply and delivery of (1) Skid Steer for Public Services and Procurement Canada (PSPC) 
on behalf of the xxx for use at a remote site located in the Northwest Territories.

2. MANDATORY SPECIFICATIONS
See Appendix 1 – Mandatory Requirements 

3. POINT RATED SPECIFICATIONS
See Appendix 1 – Rated Requirements 

4. DELIVERY ADDRESS
xxx
XXX


APPENDIX 1

MANDATORY SPECIFICATIONS
To be considered responsive, a bid must demonstrate compliance with all of the mandatory criteria. Bidders must demonstrate their ability to meet those requirements. 

It is requested that supporting technical documentation, including but not limited to, specification sheets, technical brochures, photographs or illustrations be provided with the bid at solicitation close and be cross-referenced on the Compliance Matrix for each performance specification to outline where in the supporting technical documentation it demonstrates compliance. It is the Bidders responsibility to ensure that the submitted supporting technical documentation provides detail to prove that the proposed product(s) meet the requirements of the Performance Specification. If published supporting technical document is not available, the Bidder should prepare a written narrative complete with a detailed explanation of how its bid demonstrates technical compliance.

If the supporting documentation referenced above has not been provided at bid closing, the Contracting Authority will notify the Bidder that they must provide supporting documentation within two (2) business days following notification. Failure to comply with the request of the Contracting Authority within that time period, will deem the bid non-responsive and the bid will be given no further consideration.

Bidders must address any concerns with the performance specifications in written detail to the Contracting Authority before bid closing as outlined in the Request for Proposal (RFP) document.

Failure to meet each mandatory performance specification will result in the bid being deemed non-responsive, and be given no further consideration 
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POINT RATED SPECIFICATIONS

wem CATEGORY / DESCRIPTION POSSIBLE
POINTS
T | 5b. fire extinguisher installed i the cab. T
2. | Fydraulics System Specifications
2.2 hgh-flow auxiary hydralic crcuit with a minimurn pressure of 3,000 ps. T s
b. High flow hydraulics with minimum flow of 100 L/min | 5
3. [ Cab and Controls Specifcations
a.Include a rear view mirror 1
. Back-up camera system 2
. LED working lights 3
d_LED rear ighting 3
e Removable / magnetic rtating o strobe Ight on swivel mount along with 3 bugay whip’ that 3
conforms with the WSCC Mine Safety Act
3 ‘Accessory Specifications: Al accessories must b size ated for the model being offered.
a._Heavy / Severe Duty Construction Bucket 10
b._Profile General Purpose Smooth Edge Bucket 10
12 volt accessory plug installed n the cab interior 1
d_ Vertical it configuration and selF-eveling bucket 3
. Minimum it height of 3.0m at the bucket hinge bin 3
B 5Kid Steer meets the requirements of the manufacturer’s Certfied used equipment program [ 1

TOTAL AVAILABLE RATED POINTS.

/60





image1.png
CATEGORY / DESCRIPTION

'BIDDER’S CROSS REFERENCE.
AND / OR RESPONSE

General

3. ANEW OR USED Skid Steer and accessorles must operate n accordance with all
“original equipment manufacturers' (OEM) rated capacities and
performance specifications.

_Cost: Must ot exceed $80,000,00 nclusive of all shipping, handiing

¢ Age: no older than 2014, based on the equipment nameplate

. Hours of Operation: no greater than 2000 hours as demonstrated by the equipment
hour meter

. Operating Environment: capable of operating in temperatures down to 35°C, based
on the brand and specification of lubricants used in the equipment.

Dimensions
Equipment
dimensions.

be ut

d in areas of rough terrain and stored in a Seacan. Equipment must meet the following.

2. Width (including tracks] of 20 m or less

b Overall length, minus the bucket, of 3.05 m or less

. Overall height of 2.20 m or less

0_Ground clearance of 185mm or greater

Motor Specifications
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3 Minimum 50 HP diesel- powered engine

b. Winterized engine including block heater and glow plugs or equivalent cold start

feature
& | Track System Spediications
2. Terrain: The SKid Steer must be capable of operating on all trrains Including open
turfed areas and roadways.
. Must be equipped with rubber or rubber over steel tracks
_Maximum Ground Contact Pressure: 6.0 psl
5[ Hydraulics System Specifications
2. Must have a hydraulic ransmission with a minimum of two (2) forward gears and one
(1) reverse gear.
. Must have auiiary hydraulics with quick couplers or equivalent
& [ Cab and Controls Specifications
a. Fully enclosed cab equipped with Canadian Standards Assotation (CSA) approved
ROPS (rollover protection)
b. Cab must have heating and a ventilation system capable of keeping windows free of
frost and condensation.
c_Seat must have a seatbelt / restraint
7| Accessory Specifications Machines must come with the following equipment attachments. All accessories must be size
rated for the model being offered.
2. Hydraulic Paliet Forks: Heavy duty forks — 1.2m in length (mimimum) - spread must be
manually adjustable between 0.5m and 1.0m
8| Manufacturer's name, model and vehicle serial number must be permanently marked in a conspicuous and protected
location
5[ Service manual, operators manual, and parts manual (Engish)
0 | Identify name and address of authorized value-added distributor or the manufacturer, for parts and after sales service,
located within the Northwest Territories and / or Alberta.
T1 [ Provide a dealer or third party red seal mechanical Inspection which includes:
2. Degree of wear on frame and tracks: No more than 25% wear on frame and tracks
(based on either amount of wear, or recommended hours before overhaul)
b. Chassis: evidence of leaks and parts that have been welded or repaired
c_Engine / Transmission
d_ Hydraulics: evidence of leaks, condition of seals
e Tracks
T._Electrical systems: Monitoring/warning systems, block heater, battery
& Brakes
- Windows/ doors ~ in good condition and closing appropriately. Any associated
‘warning elements need to be operational.
. System monitored by functional warning lights that are In the operator's ine of Sght,
or alarms, or both.
. Includes functional back-up alarm and horn
. Includes hour meter, engine coolant; hydraulic ol pressure; hydrauhc iter condition,
hydraulic oil temp; battery condition, engine oil pressure; fuel level;transission, air
filter restriction indicator, tachometer, and diagnostic features
12 | Equipment Inspection

Amandatory inspection of the fully assembled Skid Steer wil be conducted in
Yellowknife, adjusted with all specified equipment, serviced and ready for operation as
per industry standard.
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